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Hardware maintenance procedures

Verify component to replace in the SG120 or SG1200

If you are unsure which hardware component to replace in your appliance, complete this
procedure to identify the component and the location of the appliance in the data center.

Before you begin

* You have the serial number of the appliance where the component needs to be replaced.

* You are signed in to the Grid Manager using a supported web browser.

About this task

Use this procedure to identify the appliance with failed hardware and which of the replaceable hardware
components isn’t operating properly. Components that might be identified for replacement can include:

* Power supplies

* Fans

* Solid state drives (SSDs)

* Network Interface Cards (NICs)
* CMOS battery

Steps
1. Identify the failed component and the name of the appliance that it is installed in.
a. In Grid Manager, Select ALERTS > Current.

The Alerts page appears.

b. Select the alert to see the alert details.
@ Select the alert, not the heading for a group of alerts.

c. Record the node name and unique identifying label of the component that has failed.


https://docs.netapp.com/us-en/storagegrid/admin/web-browser-requirements.html
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2. Identify the chassis with the component that needs to be replaced.
a. From the Grid Manager, select Nodes.
b. From the table on the Nodes page, select the StorageGRID appliance name with the failed component.
c. Select the Hardware tab.
Check the Compute controller serial number in the StorageGRID Appliance section. Check if the

serial number matches the serial number of the storage appliance where you are replacing the
component. If the serial number matches, you have found the correct appliance.

= If the StorageGRID Appliance section in Grid Manager does not display, the node selected isn’t a
StorageGRID appliance. Select a different node from the tree view.
= If the serial numbers don’t match, select a different node from the tree view.
3. After you locate the node where the component needs to be replaced, write down the appliance BMC IP
address listed the StorageGRID Appliance section.

To help you locate the appliance in the data center, you can use the BMC IP address to turn on the
appliance identify LED.

Related information
Turn on the appliance identify LED

Replace one or both power supplies in the SG120 or
SG1200

The SG120 and SG1200 appliances have two power supplies for redundancy. If one of
the power supplies fails, you must replace it as soon as possible to ensure that the


https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/turning-sg120-and-sg1200-identify-led-on-and-off.html

appliance has redundant power. Both power supplies operating in the appliance must be
of the same model and wattage.

About this task

The figure shows the two power supply units for the SG120 and SG1200. The power supplies are accessible
from the back of the appliance.

raagaaned [ B R

Before you begin
* You have physically located the appliance with the power supply to be replaced.

* You have determined the location of the power supply to replace.
* If you are replacing only one power supply:

> You have unpacked the replacement power supply unit and ensured that it is the same model and
wattage as the power supply unit you are replacing.

> You have confirmed that the other power supply is installed and running.

« If you are replacing both power supplies at the same time, ensure they are the same model and wattage.

Steps

1. If you are replacing only one power supply, you don’'t need to shut down the appliance. Go to the Unplug
the power cord step. If you are replacing both power supplies at the same time, Shut down the appliance
before unplugging the power cords.

2. Unplug the power cord from each power supply to be replaced.

When viewed from the rear of the appliance, power supply A (PSUO) is on the right and power supply B
(PSU1) is on the left.

3. Lift the handle on the first supply to be replaced.



https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/locating-sg120-and-sg1200-in-data-center.html
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4. Press the blue latch and pull the power supply out.

5. With the blue latch on the right, slide the replacement power supply into the chassis.
@ Both installed power supplies must be the same model and wattage.

Ensure that the blue latch is on the right side when you slide the replacement unit in.

You will feel a click when the power supply is locked into place.

6. Push the handle back down against the body of the PSU.
7. If you are replacing both power supplies, repeat steps 2 though 6 to replace the second power supply.

8. Connect the power cords to the replaced units and apply power.

After replacing the part, return the failed part to NetApp, as described in the RMA instructions shipped with the
kit. See the Parts Return & Replacements page for further information.


https://docs.netapp.com/us-en/storagegrid-appliances/installconfig/connecting-power-cords-and-applying-power.html
https://mysupport.netapp.com/site/info/rma

Replace fan in an SG120 or SG1200

The SG120 or SG1200 appliances have seven cooling fans. If one of the fans fails, you
must replace it as soon as possible to ensure that the appliance has proper cooling.

About this task

To prevent service interruptions, confirm that all other Storage Nodes are connected to the grid before starting
the fan replacement or replace the fan during a scheduled maintenance window when periods of service
disruption are acceptable. See the information about monitoring node connection states.

The appliance node will not be accessible while you replace the fan.

The cooling fans are accessible after you take the top cover off of the appliance.

@ Each of the two power supply units also contain a fan. The power supply fans aren’t included in
this procedure.

Before you begin
* You have the correct replacement fan.

* You have determined the location of the fan to replace.

* You have physically located the SG120 or SG1200 appliance where you are replacing the fan in the data
center.

@ A controlled shutdown of the appliance is required before removing the appliance from the
rack.

* You have disconnected all cables and removed the appliance cover.

* You have confirmed that the other fans are installed and running.

Steps

1. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground to
prevent static discharge.

2. Locate the fan that you need to replace.

The seven fans are in the following positions in the chassis (front half of StorageGRID appliance with top
cover removed shown):


https://docs.netapp.com/us-en/storagegrid/monitor/monitoring-system-health.html#monitor-node-connection-states
https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/locating-sg120-and-sg1200-in-data-center.html
https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/power-sg120-and-sg1200-off-on.html#shut-down-the-sg120-or-sg1200-appliance
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3. Using the blue tabs on the fan, lift the failed fan out of the chassis.
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. Slide the replacement fan into the open slot in the chassis.

Align the connector on the fan with the socket in the circuit board.

5. Press the fan’s connector firmly into the circuit board.

8.

. Put the top cover back on the appliance, and press the latch down to secure the cover in place.

. Power on the appliance and monitor the appliance LEDs and boot-up codes.

Use the BMC interface to monitor boot-up status.

Confirm that the appliance node appears in the Grid Manager and that no alerts appear.

After replacing the part, return the failed part to NetApp, as described in the RMA instructions shipped with the
kit. See the Parts Return & Replacements page for further information.

Replace drives in the SG120 or SG1200

The SG120 and SG1200 services appliances contain two SSD drives. The drives are
mirrored using RAID1 for redundancy. If one of the drives fails, you must replace it as
soon as possible to ensure redundancy.

Before you begin

* You have physically located the appliance.

* You have verified which drive has failed by noting that the drive’s left LED is solid amber or using the Grid

Manager to view the alert caused by the failed drive.

@ See the information about viewing status indicators to verify the failure.


https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/power-sg120-and-sg1200-off-on.html
https://mysupport.netapp.com/site/info/rma
https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/locating-sg120-and-sg1200-in-data-center.html

* You have obtained the replacement drive.

* You have obtained proper ESD protection.

Steps
1. Verify that the drive’s left fault LED is amber or use the drive slot ID from the alert to locate the drive.

The drives are in the following positions in the chassis (front of chassis with bezel removed shown):

2. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground to
prevent static discharge.

3. Unpack the replacement drive, and set it on a static-free, level surface near the appliance.
Save all packing materials.

4. Press the release button on the failed drive.

The handle on the drive springs open partially, and the drive releases from the slot.

5. Open the handle, slide the drive out, and place it on a static-free, level surface.
@ Verify the tray handle is fully open before you attempt to remove the drive.

6. Press the release button on the replacement drive before you insert it into the drive slot.
The latch springs open.

7. Insert the replacement drive in the slot, and then close the drive handle.
@ Don’t use excessive force while closing the handle.

When the drive is fully inserted, you hear a click.

The replaced drive is automatically rebuilt with mirrored data from the working drive. You can check the



status of the rebuild by using the Grid Manager. Go to Nodes > Appliance Node > Hardware. The
Storage RAID Mode field contains a “rebuilding” message until the drive is completely rebuilt.

After replacing the part, return the failed part to NetApp, as described in the RMA instructions shipped with the
kit. See the Parts Return & Replacements page for further information.

Replace NIC in an SG120 or SG1200

You might need to replace a Network Interface Card (NIC) in the SG120 or SG1200 if it is
not functioning optimally or if it has failed.

About this task

To prevent service interruptions, confirm that all other Storage Nodes are connected to the grid before starting
the Network Interface Card (NIC) replacement or replace the NIC during a scheduled maintenance window
when periods of service disruption are acceptable. See the information about monitoring node connection
states.

Before you begin
* You have the correct replacement NIC.

* You have physically located the SG120 or SG1200 appliance where you are replacing the NIC in the data
center.

@ A controlled shutdown of the appliance is required before removing the appliance from the
rack.

* You have disconnected all cables and removed the appliance cover.

* You have determined the location of the NIC to replace.

The three NICs in the appliance are in three riser assemblies in the following positions in the chassis (rear
of appliance with top cover removed shown):


https://mysupport.netapp.com/site/info/rma
https://docs.netapp.com/us-en/storagegrid/monitor/monitoring-system-health.html#monitor-node-connection-states
https://docs.netapp.com/us-en/storagegrid/monitor/monitoring-system-health.html#monitor-node-connection-states
https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/locating-sg120-and-sg1200-in-data-center.html
https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/power-sg120-and-sg1200-off-on.html#shut-down-the-sg120-or-sg1200-appliance
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Device or Part name

NIC 1 in the one-slot riser
assembly

NIC 2 in the one-slot riser
assembly

Description

10/25-GbE Ethernet network ports for Grid and Client
Networks

1/10-GbE Ethernet network ports for Admin Network



Device or Part name Description

3 NIC 3 in the one-slot riser 10/25-GbE Ethernet network ports for Grid and Client
assembly Networks

@ The SG1200 appliance supports higher speed network ports and might have higher speed
NICs installed.

Step 1: Remove the NIC

NIC 1/NIC 2
Steps

1. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground
to prevent static discharge.

2. Locate the riser assembly that contains the NIC at the rear of the appliance.

3. Rotate the blue locking latch on the riser with the failed NIC up and open.

4. Carefully lift the riser assembly with the failed NIC upwards using the blue-marked holes. Move the
riser assembly toward the front of the chassis as you lift it to allow the external connectors in its
installed NIC to clear the chassis.

5. Place the riser on a flat anti-static surface with the metal frame side down to access the NIC.

6. Open the blue latch on the failed NIC and carefully remove it from the riser assembly. Rock the NIC
slightly to help remove the NIC from its connector. Don’t use excessive force.

11
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7. Place the riser and NIC on a flat anti-static surface.

NIC 3
Steps

1. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground
to prevent static discharge.

2. Rotate the blue lock on the riser with the failed NIC to the open position.



3. Carefully lift the riser assembly upwards using the blue-marked hole and riser edge. Move the riser
assembly toward the front of the chassis as you lift it to allow the external connectors in its installed
NIC to clear the chassis.

4. Place the riser on a flat anti-static surface with the metal frame side down to access the NIC.

5. Open the blue latch on the failed NIC and carefully remove it from the riser assembly. Rock the NIC
slightly to help remove the NIC from its connector. Don’t use excessive force.

13



6. Place the riser and NIC on a flat anti-static surface.

Step 2: Reinstall the internal NIC

Install the replacement NIC into the same location as the one that was removed.

NIC 1/NIC 2
Steps

1. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground
to prevent static discharge.

2. Remove the replacement NIC from its packaging.
3. Install the replacement NIC into the riser assembly.

a. Ensure the blue latch is in the open position.

14



b. Align the NIC with its connector on the riser assembly. Carefully press the NIC into the connector
until it is fully seated, and then close the blue latch.

4. Reinstall the riser assembly into chassis.

a. Locate the alignment hole on the riser assembly that aligns with a guide pin on the system board
to ensure correct riser assembly positioning.

15
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b. Position the riser assembly in the chassis, making sure that it aligns with the connector on the
system board and guide pin.

c. Carefully press the riser assembly in place along its center line, next to the blue-marked holes,
until it is fully seated.

5. If you have no other maintenance procedures to perform in the appliance, reinstall the appliance
cover, return the appliance to the rack, attach cables, and apply power.

After replacing the part, return the failed part to NetApp, as described in the RMA instructions shipped
with the kit. See the Parts Return & Replacements page for further information.

NIC 3
Steps

1. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground
to prevent static discharge.

2. Remove the replacement NIC from its packaging.
3. Install the replacement NIC into the riser assembly.

a. Ensure the blue latch is in the open position.

b. Align the NIC with its connector on the riser assembly. Carefully press the NIC into the connector
until it is fully seated, and then close the blue latch.

4. Reinstall the riser assembly into chassis.

a. Position the riser assembly in the chassis, making sure that the edges of the riser assembly
correctly align with the edges of the chassis.


https://mysupport.netapp.com/site/info/rma

b. Carefully press the riser assembly in place along its center line, next to the blue-marked hole, until
it is fully seated.

c. Rotate the blue lock on the riser to the closed position.
5. Remove the protective caps from the NIC ports where you will be reinstalling cables.
6. If you have no other maintenance procedures to perform in the appliance, reinstall the appliance
cover, return the appliance to the rack, attach cables, and apply power.

After replacing the part, return the failed part to NetApp, as described in the RMA instructions shipped
with the kit. See the Parts Return & Replacements page for further information.

Replace the CMOS batteries in an SG120 or SG1200

Use this procedure to replace the two CMOS coin cell batteries on the system board.

About this task

To prevent service interruptions, confirm that all other services appliances are connected to the grid and high
availability groups have been configured (if applicable) before starting the CMOS battery replacement or
replace the batteries during a scheduled maintenance window when periods of service disruption are
acceptable. See the information about monitoring node connection states.

Before you begin
* You have verified the SG120 or SG1200 where the CMOS batteries need to be replaced.

* You have obtained the correct replacement CMOS batteries (CR2032).

* You have physically located the SG120 or SG1200 appliance where you are replacing the CMOS batteries

in the data center.

17
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* You have recorded the current BMC configuration of the appliance, if it remains available.

1. Log in to the appliance to be replaced:
a. Enter the following command: ssh admin@grid node IP
b. Enter the password listed in the Passwords . txt file.
C. Enter the following command to switch to root: su -

d. Enter the password listed in the Passwords. txt file.
When you are logged in as root, the prompt changes from $ to #.

2. Enter: run-host-command ipmitool lan print to display the current BMC configuration for the
appliance.

@ A controlled shutdown of the appliance is required before removing the appliance from
the rack.

* You have disconnected all cables and removed the appliance cover.

Steps

1. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground to
prevent static discharge.

2. Remove the first CMOS battery.
a. Locate the CMOS battery on the system board.

b. Use your finger or a plastic pry tool to press the retaining clip away from the battery to spring it from the
socket.

18
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c. Remove the battery and dispose of it properly.
3. Install the replacement CMOS battery.
a. Remove the replacement CMOS battery from its packaging.

b. Press the replacement battery into the empty socket on the system board with the positive (+) side up
until the battery snaps in place.

4. Repeat these steps for the second CMOS battery.

5. If you have no other maintenance procedures to perform in the appliance, reinstall the appliance cover,
return the appliance to the rack, attach cables, and apply power.

6. If the appliance you replaced had drive encryption enabled for the SED drives, you must enter the drive
encryption passphrase to access the encrypted drives when the replacement appliance starts for the first
time.

7. If the appliance you replaced used a key management server (KMS) to manage encryption keys for node
encryption, additional configuration might be required before the node can join the grid. If the node does
not automatically join the grid, make sure that these configuration settings have transferred to the new
appliance and manually configure any settings that don’t have the expected configuration:

o Configure StorageGRID connections
o Configure node encryption for the appliance
8. Log in to the appliance:

a. Enter the following command: ssh admin@grid node IP
b. Enter the password listed in the Passwords . txt file.
C. Enter the following command to switch to root: su -
d. Enter the password listed in the Passwords. txt file.
9. Restore BMC network connectivity for the appliance using one of the following options:
o Use static IP, netmask, and gateway
o Use DHCP to obtain an IP, netmask, and gateway

a. To restore the BMC configuration to use a static IP, netmask, and gateway, enter the following
commands:

run-host-command ipmitool lan set 1 ipsrc static
run-host-command ipmitool lan set 1 ipaddr Appliance IP
run-host-command ipmitool lan set 1 netmask Netmask IP
run-host-command ipmitool lan set 1 defgw ipaddr Default gateway

b. To restore the BMC configuration to use DHCP to obtain an IP, netmask, and gateway, enter the
following command:

run-host-command ipmitool lan set 1 ipsrc dhcp
10. After restoring BMC network connectivity, connect to the BMC interface to audit and restore any additional

custom BMC configuration you might have applied. For example, you should confirm the settings for SNMP
trap destinations and email notifications. See Configure BMC interface.

19
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11. Confirm that the appliance node appears in the Grid Manager and that no alerts appear.

Replace SG120 and SG1200 cover

Remove the appliance cover to access internal components for maintenance, and
replace the cover when you are finished.

Step 1: Remove cover

Steps

1. Wrap the strap end of an ESD wristband around your wrist and secure the clip end to a metal ground to
prevent static discharge when working inside the appliance.

2. Remove the appliance from the cabinet or rack to access the top cover.

1. Unlock the cover latch by pressing the blue lock button on the appliance cover.

2. Rotate the latch up and back toward the rear of the appliance chassis until it stops; then, carefully lift the
cover from the chassis and set it aside.

Step 2: Reinstall cover

Steps
1. With the cover latch open, align the cover above the chassis and carefully lower it.

20



2. Rotate the cover latch forward and down until it stops and the cover fully seats into the chassis. Verify that
there are no gaps along the front edge of the cover.

If the cover is not fully seated, you might not be able to slide the appliance into the rack.

3. Reinstall the appliance in the cabinet or rack.

Replace SG120 or SG1200 appliances

You might need to replace the appliance if it is not functioning optimally or if it has failed.

About this task

The StorageGRID node will not be accessible while you replace the appliance. If the appliance is functioning
sufficiently, you can perform a controlled shutdown at the start of this procedure.

If you are replacing the appliance before installing StorageGRID software, you might not be able
to access the StorageGRID Appliance Installer immediately after completing this procedure.
While you can access the StorageGRID Appliance Installer from other hosts on the same subnet

@ as the appliance, you can'’t access it from hosts on other subnets. This condition should resolve
itself within 15 minutes (when any ARP cache entries for the original appliance time out), or you
can clear the condition immediately by purging any old ARP cache entries manually from the
local router or gateway.

Before you begin

* You have a replacement appliance with the same part number as the appliance you are replacing. Check
the tags attached to the front of the appliances to confirm that the part numbers match.

* You have labels to identify each cable that is connected to the appliance.
* You have physically located the appliance.
Steps
1. Display the current configurations of the appliance and record them.
a. Log in to the appliance to be replaced:

i. Enter the following command: ssh admin@grid node IP
i. Enter the password listed in the Passwords. txt file.
iii. Enter the following command to switch to root: su -

iv. Enter the password listed in the Passwords. txt file.
When you are logged in as root, the prompt changes from $ to #.

b. Enter: run-host-command ipmitool lan print to display the current BMC configurations for the
appliance.

2. Shut down the appliance.

3. If any of the network interfaces on this StorageGRID appliance are configured for DHCP, you need to
update the permanent DHCP lease assignments on the DHCP servers to reference the MAC addresses of
the replacement appliance. This ensures that the appliance is assigned the expected IP addresses.

Contact your network or DHCP-server administrator to update the permanent DHCP lease assignments.
The administrator can determine the MAC addresses of the replacement appliance from the DHCP server

21


https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/locating-sg120-and-sg1200-in-data-center.html
https://docs.netapp.com/us-en/storagegrid-appliances/sg120-1200/power-sg120-and-sg1200-off-on.html#shut-down-the-sg120-or-sg1200-appliance

logs or by inspecting the MAC address tables in the switches to which the appliance Ethernet ports are
connected.

4. Remove and replace the appliance:

a. Label the cables and then disconnect the cables and any network transceivers.
@ To prevent degraded performance, don’t twist, fold, pinch, or step on the cables.

b. Remove the failed appliance from the cabinet or rack.

c. Note the position of the replaceable components (two power supplies, seven cooling fans, three NICs,
and two SSDs) in the failed appliance.

The two drives are in the following positions in the chassis (front of chassis with bezel removed shown):

Drive
1 HDDOO
2 HDDO1

d. Transfer the replaceable components to the replacement appliance.

Follow the maintenance instructions provided for reinstalling the replaceable components.

If you wish to retain the data on the drives, insert the SSD drives into the same drive

@ slots they occupied in the failed appliance. If you don’t, the Appliance Installer will
display a warning message and you will have to put the drives into the correct slots and
reboot the appliance before the appliance can rejoin the grid.

e. Install the replacement appliance into the cabinet or rack.
f. Replace the cables and any optical transceivers.
5. Power on the appliance.

6. If the appliance you replaced had hardware drive encryption enabled for the SED drives, you must enter
the drive encryption passphrase to access the encrypted drives when the replacement appliance starts for
the first time.

7. Wait for the appliance to rejoin the grid. If the appliance does not rejoin the grid, follow the guidance on the
StorageGRID Appliance Installer home page to address any issues.

@ To prevent data loss if the Appliance Installer indicates that physical hardware changes are
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8.

9.

10.

1.

12.

required, such as moving disk drives to different slots, power down the appliance before
making hardware changes.

If the appliance you replaced used a key management server (KMS) to manage encryption keys for node
encryption, additional configuration might be required before the node can join the grid. If the node does
not automatically join the grid, make sure that these configuration settings have transferred to the new
appliance and manually configure any settings that don’t have the expected configuration:

o Configure StorageGRID connections
o Configure node encryption for the appliance
Log in to the replaced appliance:
a. Enter the following command: ssh admin@grid node IP
b. Enter the password listed in the Passwords . txt file.
C. Enter the following command to switch to root: su -
d. Enter the password listed in the Passwords. txt file.
Restore BMC network connectivity for the replaced appliance. There are two options:
o Use static IP, netmask, and gateway
o Use DHCP to obtain an IP, netmask, and gateway

a. To restore the BMC configuration to use a static IP, netmask, and gateway, enter the following
commands:

run-host-command ipmitool lan set 1 ipaddr Appliance IP
run-host-command ipmitool lan set 1 netmask Netmask IP
run-host-command ipmitool lan set 1 defgw ipaddr Default gateway

b. To restore the BMC configuration to use DHCP to obtain an IP, netmask, and gateway, enter the
following command:

run-host-command ipmitool lan set 1 ipsrc dhcp

After restoring BMC network connectivity, connect to the BMC interface to audit and restore any additional
custom BMC configuration you might have applied. For example, you should confirm the settings for SNMP
trap destinations and email notifications. See Configure BMC interface.

Confirm that the appliance node appears in the Grid Manager and that no alerts appear.

After replacing the part, return the failed part to NetApp, as described in the RMA instructions shipped with the
kit. See the Parts Return & Replacements page for further information.

Related information

« View status indicators

» View boot-up codes for appliance

Relocate SG120 and SG1200 in cabinet or rack

Remove the SG120 or SG1200 from a cabinet or rack to access the top cover or to move
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the appliance to a different location, then reinstall the appliance into a cabinet or rack
when hardware maintenance is complete.

Before you begin
* You have labels to identify each cable that is connected to the SG120 or SG1200.

* You have physically located the SG120 or SG1200 where you are performing maintenance in the data
center.

* You have shut down the SG120 or SG1200.

@ Don’t shut down the appliance using the power switch.

Step 1: Remove SG120 or SG1200 from cabinet or rack

Steps
1. Label and then disconnect the appliance power cables.

2. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground to
prevent static discharge.

3. Label and then disconnect the appliance data cables and any SFP+, SFP28, or SFP56 transceivers.
@ To prevent degraded performance, don’t twist, fold, pinch, or step on the cables.

4. Loosen the two captive screws on the appliance front panel.

5. Slide the SG120 or SG1200 forward out of the rack until the mounting rails are fully extended and you hear

the latches on both sides click.

The appliance top cover is accessible.

@ If you are fully removing the appliance from the cabinet or rack, follow the instructions for the
rail kit to remove the appliance from the rails.

Step 2: Reinstall SG120 or SG1200 into cabinet or rack

Steps

1. Press the blue rail releases on both rack rails at the same time and slide the SG120 or SG1200 into the
rack until it is fully seated.

When you can’t move the controller any further, pull the blue latches on both sides of the chassis to slide
the controller all the way in.
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@ Don’t attach the front bezel until after you power on the controller.

. Tighten the captive screws on the controller front panel to secure the controller in the rack.

. Wrap the strap end of the ESD wristband around your wrist, and secure the clip end to a metal ground to
prevent static discharge.

. Reconnect the controller data cables and any SFP transceivers.
@ To prevent degraded performance, don’t twist, fold, pinch, or step on the cables.

. Reconnect the controller power cables.

. Restart the appliance.
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